




	[bookmark: A1]Date:       
	[bookmark: A2]Revised Date:       

	[bookmark: Text52]Campus/Facility:       
	[bookmark: Text97]Client:       

	[bookmark: Text57](Address):       

	[bookmark: Text49]Building Name(s):       
	[bookmark: Text55]Building Numbers:       

	Project Title:       

	[bookmark: Text69]Architect/Engineer:       

	[bookmark: Text72]Project No.:       
	Estimated Project Cost:       

	[bookmark: Text100]Code Enforcement Jurisdiction:	|_|  DASNY   |_|  Other:                                               Variance Requested:  |_|  Yes  |_|  No

	Classification: |_|  Single Family Dwelling |_|  Two Family Dwelling |_|  Townhouse |_|  Manufactured Home

	NFPA 101 Life Safety Code (for OPWDD & OMH Facilities): 
 (Complete Attachment #3 or #4 as applicable. Use link below)
	Life Safety Code Occupancy Chapter (s):      
Life Safety Code Construction Classification:      
FSES Utilized:        Attach Copy.

	Project Type:
Check all that apply. Refer to RCNYS Appendix BO for definitions.
	|_|  New Building
|_|  Repair
|_|  Alteration Level 1
|_|  Alteration Level 2
	|_|  Change of Occupancy
|_|  Addition 
|_|  Historic Building
|_|  Relocated Building
	|_|  Replacement
|_|  Demolition

	Work Involved:
	|_|  General Construction
	|_|  Structural
	|_|  Site Work

	Check all that apply.
	|_|  Roofing
	|_|  Mechanical
	|_|  Sprinkler

	
	|_|  Asbestos Abatement/Environmental
	|_|  Plumbing
	|_|  Elevators

	
	|_|  Fire Alarm
	|_|  Electrical
	|_|  Other       



	LEGEND:  NA - Not Applicable, NR - Not Required, NP - Not Permitted



	No
	Topic
	Residential Code Section
	Required / Allowed
	Actual
	Comment

	1
	Building Height
	R101.2
	     
	     
	More than 3 stories must comply with Building Code.
[bookmark: Text164]     

	2
	Design Criteria
	R301
	
	
	Provide information in Attachment 1.  Use link below.
[bookmark: Text165]     

	3
	Fire Resistant Construction
	R302
	     
	     
	     

	
	Exterior Walls
	R302.1
	     
	     
	     

	
	Townhouse Common Walls
	R302.2
	     
	     
	     

	
	Townhouse Parapets
	R302.2.4
	     
	     
	     

	
	Two-Family Dwelling Wall or Floor Separation
	R302.3
	     
	     
	     

	
	Dwelling Unit Rated Penetrations
	R302.4
	     
	     
	     

	
	Dwelling-Garage Opening & Penetrations
	R302.5
	     
	     
	     

	
	Dwelling-Garage Fire Separation
	R302.6, Table R302.6
	     
	     
	     

	
	Flame Spread & Smoke-Developed Index (wall/ceiling finishes, insulation)
	R302.9, R302.10
	     
	     
	Wall:          
Ceiling:      
Insulation:      
     

	
	Fire Blocking
	R302.11
	     
	     
	     

	
	Draftstopping
	R302.12
	     
	     
	     

	
	Fire Protection of Floors
	R302.13
	     
	     
	     

	
	Combustible Insulation Clearance
	R302.14
	     
	     
	     

	
	Fire-retardant treated wood
	R302.15
	     
	     
	     

	4
	Foam Plastic
	R303
	     
	     
	Locations:      
     

	
	Thermal Barrier Required
	R303.4 & R303.5
	     
	     
	     

	5
	Protection of Wood and Wood-Based Products Against Decay
	R304
	     
	     
	     

	6
	Termite Protection 
	R305
	     
	     
	     

	7
	Flood Resistant Construction
	R306
	     
	     
	     

	
	Design Flood Elevation
	R306.1.4
	     
	     
	     

	8
	Sprinkler System
	R309
	     
	     
	Indicate Type of Sprinkler System: 
|_|  NFPA 13  |_|  NFPA 13R  |_|  NFPA 13D
     

	9
	Smoke Alarms 
	R310
	     
	     
	     

	
	Smoke alarms in existing buildings
	R310.2.2
	     
	     
	     

	
	Combination Smoke/CO Alarms
	R310.5
	     
	     
	     

	
	Power Source
	R310.6
	     
	     
	     

	
	Fire Alarm System
	R310.7
	     
	     
	Indicate Type of Fire Alarm System:
|_|  Conventional (zoned)  |_|  Addressable
     

	10
	Carbon Monoxide Alarms
	R311, FC 915
	     
	     
	Indicate all that apply: |_|CO Alarm    |_|Combination CO/Smoke Alarm  |_| Hardwired  |_|Plug-in  
|_| Battery 	|_| Interconnected  
|_| CO System   |_| CO Detector   |_| Combination CO/Smoke Detector   |_| Connected to FACP
     

	11
	Minimum Room Areas
	R312
	     
	     
	     

	12
	Ceiling Heights
	R313
	     
	     
	     

	13
	Mezzanines
	R314
	     
	     
	     

	14
	Garages/Carports
	R317
	     
	     
	     

	15
	Means of Egress
	R318
	     
	     
	Note, where NFPA 101 is applicable, the more stringent egress requirement need be applied      

	
	Egress Door
	R318.2
	     
	     
	     

	
	Landing at Exterior Doors
	R318.3
	     
	     
	     

	
	Hallways
	R318.6
	     
	     
	     

	
	Stairways
	R318.7
	     
	     
	     

	
	Stairway Width
	R318.7.1
	     
	     
	     

	
	Stairway Headroom
	R318.7.2
	     
	     
	     

	
	Stairway Risers / Treads
	R318.7.5.1 and R318.7.5.2
	     
	     
	     

	
	Handrails
	R318.7.8, R320
	     
	     
	     

	
	Ramps
	R318.8
	     
	     
	     

	16
	Emergency Escape and Rescue Openings
	R319
	     
	     
	     

	
	Minimum Opening Area
	R319.2.1
	     
	     
	     

	
	Alterations or repairs of existing basements
	R319.7
	     
	     
	     

	17
	Guards & Window Fall Protection
	R321
	     
	     
	     

	
	Guards at floors, stairs, ramps and landings – Where required
	R321.1.1
	     
	     
	     

	
	Window Fall Protection
	R321.2
	     
	     
	     

	18
	Accessibility
	R322
	[bookmark: Text27]     
	[bookmark: Text31]     
	[bookmark: Text34]     

	19
	Elevator and Platform Lifts
	R323
	     
	     
	Indicate Type: |_| Traction, |_| Hydraulic, |_| LULA |_| Platform lift |_| Other:      
     

	20
	Glazing
	R324
	     
	     
	Identify hazardous locations and category classification      

	
	Identification
	R324.1
	     
	     
	     

	
	Human Impact loads
	R324.3
	     
	     
	     

	
	Hazardous Locations
	R324.4
	     
	     
	     

	
	Skylights & Sloped Glazing
	R324.6
	     
	     
	     

	21
	Light/Ventilation and Heating
	R325
	     
	     
	Light: |_| Natural      %        |_| Artificial      %
Vent: |_| Natural      %        |_| Mechanical      %
     

	
	Mechanical Ventilation
	R325.3
	     
	     
	     

	
	Outside Opening Protection
	R325.5
	     
	     
	     

	
	Interior Stairway Illumination
	R325.6
	     
	     
	     

	
	Exterior Stairway Illumination
	R325.7
	     
	     
	     

	
	Required Heating
	R325.8
	     
	     
	     

	22
	Sanitation
	R326
	     
	     
	Provide information in Attachment 1.  Use link below.
     

	23
	Toilet, Bath & Shower Spaces
	R327, Figure R327.1
	     
	     
	     

	24
	Swimming Pools, Spas & Hot Tubs
	R328
	
	
	Indicate Type: |_| Pool, |_|In-Ground,
|_|Aboveground, |_| Spa, |_| Hot Tub
     

	
	Pool Barrier
	R328.4
	     
	     
	     

	
	Pool & Spa Entrapment Protection
	R328.5
	     
	     
	     

	
	Pool & Spa Alarms
	R328.6
	     
	     
	      

	25
	Solar Energy Systems
	R329
	     
	     
	Indicate Type: |_| Solar Thermal System,
 |_| Photovoltaic System, 
Location: |_| Rooftop, |_| Ground
     

	26
	Foundations
	R401
	
	
	[bookmark: Text169]     

	
	Surface Drainage
	R401.3
	     
	     
	     

	
	Soil Tests
	R401.4, Table R401.4.1
	     
	     
	|_| Geotechnical Evaluation. |_| Presumptive Load-Bearing values:      psf

	
	Foundation Materials
	R402
	     
	     
	Indicate Type: |_| Wood, |_| Concrete, |_| Precast, 
|_| Masonry
     

	
	Footings
	R403
	     
	     
	     

	
	Minimum Size Footings
	R403.1.1, Table R403.1
	     
	     
	      Width x Thickness
      Minimum Depth

	
	Frost Protection
	R403.1.4.1
	     
	     
	     

	
	Foundation & Retaining Walls
	R404
	     
	     
	     

	
	Foundation Drainage
	R405
	     
	     
	     

	
	Foundation Waterproofing & Dampproofing
	R406
	     
	     
	     

	
	Columns
	R407
	     
	     
	     

	
	Under-Floor Space
	R408
	     
	     
	     

	
	Ventilation
	R408.1, 2, 3
	     
	     
	     

	27
	Floors
	R501
	
	
	[bookmark: Text171]     

	
	Wood Floor Framing
	R502
	     
	     
	     

	
	Truss Type, Pre-Engineered Wood or Timber Construction
	R502.12, Part 1265 Placarding
	     
	     
	Provide information in Attachment 1.  Use link below.
     

	
	Floor Sheathing
	R503 (Table 503.1)
	     
	     
	     

	
	Cold-Formed Steel Floor Framing
	R505
	     
	     
	     

	
	Concrete Floors (on ground)
	R506
	     
	     
	     

	28
	Exterior Decks
	R507
	
	
	

	
	Pressure Treated Lumber
	R507.2.1, R304
	     
	     
	     

	
	Plastic composite
	R507.2.2
	     
	     
	     

	
	Footings
	R507.3
	     
	     
	      See Table 507.3.1 for sizing requirements.

	
	Deck Posts
	R507.4
	     
	     
	      See Table 507.4 for sizing requirements.

	
	Deck Beams & Connection to Supports
	R507.5
Table R507.5
	     
	     
	      See Figure 507.5 for span types. See Figures 507.5.2.1(1) & (2) for permitted post to beam connections (notched, seated and through-bolted or seated with mechanical connector). “Sandwiching” and through bolting is not typically permitted.

	
	Deck Joists
	R507.6
	     
	     
	      See Table 507.6 for sizing requirements.

	
	Decking
	R507.7
	     
	     
	      See Table 507.7 for max. joist spacing (wood). R507.2 for plastic composite.

	
	Ledger Connection
	R507.9
	     
	     
	      See Table 507.9.1.3(1), 507.9.1.3(2) and Figures 507.9.1.3(1) and 507.9.1.3(2).

	
	Ledger Flashing
	R507.9.1.5
	     
	     
	     

	
	Lateral Load Connectors
	R507.9.2
	     
	     
	      See Figures 507.9.2(1) and 507.9.2(2)

	
	Exterior Guards
	R507.10, R301.5, R321
	     

	     
	      36” minimum height

	
	Guard Height (OPWDD)
	NFPA 101(2000 & 2012) 7.2.2.4.6,
	     

	     
	      42” minimum height

	
	Stair Risers (OPWDD)
	NFPA 101(2000 &2012) 7.2.2.2.1.1, R318.7.5.1
	     
	     
	      7” maximum riser height

	
	Stair Width (OPWDD)
	NFPA 101(2000 & 2012) 7.2.2.2.1.2, R381.7.1
	     
	     
	      36” minimum clear width, except projections not more than 4-1/2” at or below handrail height

	
	Stair Treads (OPWDD)
	NFPA 101 (2000 & 2012) 7.2.2.2.1.1, R318.7.5.2
	     
	     
	      11” minimum tread depth

	
	Dimensional Uniformity (OPWDD)
	NFPA 101(2000 & 2012) 7.2.2.3.6 & R 318.7.5.1, 318.7.5.2
	     
	     
	      Tread and riser measurements not any greater than 3/8” difference between largest and smallest dimension. For bottom or top riser adjoining existing sloped surface see 7.2.2.3.6.3. 

	29
	Wall Construction
	R601
	
	
	[bookmark: Text172]     

	
	Wood Wall Framing
	R602
	     
	     
	     

	
	Headers & Jack Studs
	602.7, 602.7.5
	     
	     
	     

	
	Wall Bracing
	R602.10
	     
	     
	     

	
	Wall Anchorage
	R602.11
	     
	     
	     

	
	Simplified Wall Bracing
	R602.12
	     
	     
	     

	
	Cold-Formed Steel Wall Framing
	R603
	     
	     
	     

	
	Wood Structural Panels
	R604
	     
	     
	     

	
	Masonry Construction
	R606
	     
	     
	     

	
	Glass Unit Masonry
	R607
	     
	     
	     

	
	Exterior Concrete Wall
	R608
	     
	     
	Indicate Type (per 608.3):      
     

	
	Exterior Windows & Doors
	R609
	     
	     
	     

	
	Testing & Labeling
	R609.3
	     
	     
	     

	
	Structural Insulated Panel Wall
	R610
	     
	     
	     

	30
	Wall Covering
	R701
	
	
	[bookmark: Text173]     

	
	Interior Covering
	R702
	     
	     
	     

	
	Vapor Retarder
	R702.7
	     
	     
	Indicate Class:      
     

	
	Exterior Covering
	R703
	     
	     
	|_| Combustible   |_| Non-Combustible
     

	
	Water-resistive barrier
	R703.2
	     
	     
	     

	
	Exterior Soffits and Fascias
	R704
	     
	     
	     

	31
	Roof-Ceiling Construction
	R801.1
	
	
	[bookmark: Text174]     

	
	Wood Roof Framing
	R802
	     
	     
	Fire Retardant-Treated: |_| Yes   |_| No
     

	
	Truss Type, Pre-Engineered Wood or Timber Construction
	R802.10, Part 1265
	     
	     
	Provide information in Attachment 1.  Use link below.
     

	
	Uplift Resistance
	R802.11
	     
	     
	     

	
	Roof Sheathing
	R803
	     
	     
	     

	
	Cold-Formed Steel Roof Framing
	R804
	     
	     
	     

	
	Roof Ventilation
	R806
	     
	     
	     

	
	Attic Access
	R807
	     
	     
	     

	32
	Roof Assemblies
	R901
	
	
	[bookmark: Text175]     

	
	Fire Classification
	R902
	     
	     
	     

	
	Weather Protection
	R903
	     
	     
	     

	
	Roof Covering
	R905
	     
	     
	Indicate Material:      
     

	
	Ice Barriers
	R905.1.2
	     
	     
	Note, the ice barrier must extend to a point not less than 24” inside the exterior wall line of the building, not just the roof edge.      

	
	Roof Insulation
	R906
	     
	     
	     

	
	Rooftop-Mounted Photovoltaic Systems
	R907
	     
	     
	     

	
	Reroofing
	R908
	     
	     
	Replacement: |_|      Recover: |_|
     

	33
	Chimney and Fireplaces
	R1001
	
	
	[bookmark: Text176]     

	
	Masonry Fireplaces
	R1001
	     
	     
	     

	
	Masonry Heater
	R1002
	     
	     
	     

	
	Masonry Chimneys
	R1003
	     
	     
	     

	
	Factory-Built Fireplaces
	R1004
	     
	     
	     

	
	Factory-Built Chimneys
	R1005
	     
	     
	     

	
	Exterior Air Supply
	R1006
	     
	     
	     

	34
	Energy Efficiency
	N1101
ECCCNYS
	
	
	Provide information in Attachment 2.  Use link below.
[bookmark: Text177]     

	35
	Mechanical
	M1201
	
	
	[bookmark: Text178]     

	
	Existing Mechanical Systems
	M1202
	     
	     
	     

	
	Type of Fuel for Heating
	M1304
	
	
	[bookmark: Text159]Fuel type:       

	
	Appliance Access (attic)
	M1305.1.2
	     
	     
	     

	
	Clearance from Combustibles
	M1306, Table M1306.2
	     
	     
	Identify inches of clearance (in spaces to the left). 
[bookmark: Text179]     

	
	Equipment & Appliance Sizing
	M1401.3, Ch. 14
	     
	     
	Type of Heating and Cooling Equipment:      

	
	Heating and Cooling Equipment
	M1411
	
	
	[bookmark: Text160]Type of refrigerant:       

	
	Auxiliary & Secondary Drain Systems
	M1411.9.1
	     
	     
	     

	
	Exhaust Outdoor Discharge 
	M1501.1
	     
	     
	     

	
	Clothes Dryer Exhaust
	M1502
	     
	     
	     

	
	Domestic Cooking Exhaust Equipment
	M1503
	     
	     
	Indicated CFM:      
     

	
	Makeup Air Required
	M1503.6
	     
	     
	     

	
	Whole-House Mechanical Ventilation System
	M1505.4
	     
	     
	     

	
	Mechanical Exhaust Rates for Kitchens
	M1503.5, M1505.5 (Table M1505.5)
	     
	     
	     

	
	Mechanical Exhaust Rates for Bathrooms
	M1505.5 (Table M1505.5)
	     
	     
	     

	
	Gage of Metal Ducts 
	M1601 & Table M1601.1.1)
	     
	     
	     

	
	Duct Insulation Material
	M1601.3
	     
	     
	Flame spread:         Smoke development:      
     

	
	Return Air
	M1602
	     
	     
	     

	
	Combustion Air
	M1701
	     
	     
	     

	
	Chimney and Vents
	M1801, M1804, M1805
	     
	     
	Type of Chimney:      
Type of Vent:      
[bookmark: Text180]Size:      
Clearance:      
     

	
	Existing Chimney and Vent
	M1801.3
	     
	     
	Type of Chimney:       
Type of Vent:      
Size:      
Clearance:      
     

	
	Clearances
	M1801.3.4
	     
	     
	     

	
	Chimney or Vent Connector
	M1803
	     
	     
	Size:           Gage:          Clearance:      
     

	
	Special Appliances, Equipment & Systems
	M1901-M1904
	     
	     
	Type of Appliance, Equipment, or System(s):      

	
	Boilers & Water Heaters
	M2001-M2006
	     
	     
	     

	
	Hydronic Piping

	M2101 (Table M2101.1)
	     
	     
	Material Type:      
     

	
	Ground-Source Heat Pump System Loop Piping
	M2105
	     
	     
	     

	
	Oil Tanks 
	M2201-M2204
	     
	     
	Location:      
Size:      
     

	
	Solar Thermal Energy Systems
	M2301
	     
	     
	     

	36
	Fuel Gas
	G2401
	
	
	[bookmark: Text181]     

	
	Appliance Location
	G2406.1
	     
	     
	     

	
	Combustion, Ventilation & Dilution Air
	G2407
	     
	     
	Make-up Air:      
Combustion Air:       (indoor or outside or combination)
     

	
	Appliance/Equipment Installation
	G2408
	     
	     
	     

	
	Clearance Reduction
	G2409, Table G2409.2
	     
	     
	     

	
	Electric Bonding
	G2411, G2411.2, G2411.3
	     
	     
	Identify if CSST is to be used.
     

	
	Gas Pipe System
	G2412
	     
	     
	     

	
	Pipe Material & Size
	G2413, G2414
	     
	     
	Material:      
Size:      
     

	
	Pipe Installation
	G2415, G2415
	     
	     
	     

	
	Venting of Appliances
	G2426, G2427, Table G2427.4
	     
	     
	     

	
	Sizing Category I Appliance Venting System
	G2428
	     
	     
	     

	
	Clothes Dryer Exhaust
	G2439
	     
	     
	     

	
	Force-Air Warm-Air Furnace
	G2442
	     
	     
	     

	
	Unit Heaters
	G2444
	     
	     
	     

	
	Cooking Appliances
	G2447
	     
	     
	     

	
	Water Heaters
	G2448
	     
	     
	     

	
	Boilers
	G2452
	     
	     
	     

	37
	Plumbing
	P2501, P2601
	
	
	[bookmark: Text182]     

	
	Existing Plumbing Systems
	P2502
	     
	     
	     

	
	Individual Water Supplies
	P2602.1.1
	     
	     
	     

	
	Individual Sewage Treatment System
	P2602.1.2
	     
	     
	     

	
	Structural and Piping Protection
	P2603
	     
	     
	     

	
	Penetrations
	P2606
	     
	     
	     

	
	Plumbing Fixtures
	R326 & P2701
	
	
	Provide information in Attachment 1.  Use link below.
[bookmark: Text183]     

	
	Water Heaters
	P2801
	     
	     
	     

	
	Solar Water Heating Systems
	P2802
	     
	     
	     

	
	Protection of Potable Water Supply
	P2902, P2902.3
	     
	     
	     

	
	Water Supply System
	P2903
	     
	     
	     

	
	Dwelling Unit Fire Sprinkler System
	P2904
	     
	     
	     

	
	Water Supply Piping Materials
	P2906
	     
	     
	     

	
	Nonpotable Water Systems
	P2910
	     
	     
	     

	
	On-Site Nonpotable Water Reuse System
	P2911
	     
	     
	     

	
	Nonpotable Rainwater Collection & Distribution System
	P2912
	     
	     
	     

	
	Reclaimed Water System
	P2913
	     
	     
	     

	
	Sanitary Drainage
	P3001
	     
	     
	     

	
	Drainage Fixture Units
	P3004
	     
	     
	DFUs:      

	
	Drainage System
	P3005
	     
	     
	     

	
	Cleanouts
	P3005.2
	     
	     
	     

	
	Sumps & Ejectors
	P3007
	     
	     
	     

	
	Backwater Valves
	P3008
	     
	     
	     

	
	Plumbing Vent Systems
	P3101-P3111
	     
	     
	Individual Vent: |_| Yes   |_| No
Common Vent: |_| Yes   |_| No
Wet Venting: |_| Yes   |_| No
Waste Stack Vent: |_| Yes   |_| No
Circuit Venting: |_| Yes   |_| No
     

	
	Island Fixture Venting
	P3112
	     
	     
	     

	
	Vent Pipe Sizing
	P3113
	     
	     
	     

	
	Air Admittance Valves
	P3114
	     
	     
	     

	
	Fixture Traps
	P3201
	     
	     
	     

	
	Trap Seals
	P3201.2
	     
	     
	     

	
	Storm Drainage
	P3301
	     
	     
	     

	38
	Electrical 
	E3401
	
	
	[bookmark: Text184]     

	
	Building Structure Protection
	E3402
	     
	     
	     

	
	Equipment Location/Clearances
	E3405
	     
	     
	     

	
	Service Size and Rating
	E3602
	     
	     
	Service Load (Table E3602.2):      
Rating of Service Disconnect:      
Voltage Rating:      
     

	
	System Grounding
	E3607
	     
	     
	     

	
	Bonding
	E3609, E3609.7
	     
	     
	     

	
	Ground-Fault & Arc Fault Circuit-Interrupter Protection
	E3902
	     
	     
	     

	
	Emergency Power
	N/A
	     
	     
	     

	
	Exit Lights
	N/A
	     
	     
	     

	
	Emergency Lighting
	N/A
	     
	     
	     




	[bookmark: Check18]|_|  	Additional information provided.  
	Open Attachment 1 and enter information: 
	|_|  	Energy Conservation information provided.  
	Open Attachment 2 and enter information:
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	|_|  	LSC Health Care Facility, Chapters 18/19 for OPWDD & OMH Facilities. Open Attachment 3 and enter information:
	|_|  	LSC Board & Care Chapters 32/33 for OPWDD facilities. Open Attachment 4 and enter information:
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		2025 RESIDENTIAL CODE of NYS

ATTACHMENT 1 – ADDITIONAL INFORMATION













Note that this attachment must be printed separately from the main Code Compliance Review form.



		Date:       

		[bookmark: Text196]Revised Date:       



		[bookmark: Text52]Campus/Facility:       



		Project Title:       



		[bookmark: Text72]Project No.:         



		Comments:          







[bookmark: Text197]ADDITIONAL INFORMATION       



CLIMATIC AND GEOGRAPHIC DESIGN CRITERIA (R301.2)

TABLE R301.2(1)

		Ground Snow Load

		Wind Design

		Seismic Design Category

		Subject to Damage From

		Winter Design Temp

		Ice Shield Underlayment Required

		Flood Hazards

		

Air Freezing

Index



		

Mean

Annual

Temp



		

		Speed

(mph)

		Topographic

Effects

		Special Wind 

Region

		Wind-Borne debris zone

		

		Weathering

		Frost Line Depth

		Termite

		

		

		

		

		



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     

		     

		     

		     

		     









WIND LIMITATIONS (R301.2.1)

		Wind Speed (per TABLE R301.2 AND Figure R301.2(2)):	      mph



		Design Criteria (per Figure R301.2.1.1):	      mph



		Exposure Category (R301.2.1.4):	     



		





UTILIZATION OF TRUSS TYPE, PRE-ENGINEERED WOOD OR TIMBER CONSTRUCTION (Part 1265)

		Truss Type Construction (TT): 	|_| Yes	|_| No



		Pre-Engineered Wood Construction (PW):	|_| Yes	|_| No



		Timber Construction (TC): 	|_| Yes	|_| No



		Location: (check one)	|_| Floor Framing (F)	|_| Roof Framing (R) 	|_| Floor and Roof Framing (FR)



		**Sign to be provided at required location per Part 1265.5.













PLUMBING FIXTURES (P 2701, R326)

		UNIT/STORY

		WATER CLOSETS

		LAVATORIES

		SHOWERS

		TUBS

		KITCHEN SINKS

		LAUNDRY TUBS

		WASHING MACHINES



		

		TANK

		FLUSH VALVE

		

		

		

		

		

		



		     

		[bookmark: Text163]     
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		2025 RESIDENTIAL CODE of NYS 

ATTACHMENT 2 – ENERGY CONSERVATION INFORMATION













Note that this attachment must be printed separately from the main Code Compliance Review form.



		Date:       

		Revised Date:      



		[bookmark: Text52]Campus/Facility:      



		Project Title:      



		[bookmark: Text72]Project Number:        



		Comments:       







Note; All code citations given are to the 2025 ECCCNYS Residential Provisions



COMPLIANCE METHOD:  

		Prescriptive Compliance Option:(If prescriptive method is used, complete all sections below)



		|_|   2025 ECCNYS; Residential Provisions (Sections R401 through 404, 408)



				Compliance Software:  |_| (indicate which software below)



		|_| REScheck      |_| Other Software:       











(Printouts shall indicate compliance with 2025 ECCCNYS) 



|_| Simulated Building Performance Option (Section R405)

(Attach compliance documentation in accordance with section R405.3 and R405.5.4.1)



|_| Energy Rating Index Option (Section R406):  

Attach compliance documentation required by R406.7 and Verification from an Approved Agency (R406.6)





EXISTING BUILDING: (ECCCNYS R501) Indicate the Classification of Work:

|_|  Addition (R502)		|_|  Alteration (R503) 	

|_|  Repair (R504)		|_|  Change of Occupancy or Use (R505)





HISTORIC BUILDING: (R501.5)	|_| Yes   |_| NoIf yes, attach written historic building report in accordance with R501.5.1 and identify historic features for which exception is being requested:      





ADDITION, ALTERATION, REPAIR OR CHANGE OF OCCUPANCY OF EXISTING BUILDINGS AND STRUCTURES: (R501)	

		|_| Yes   |_| No



		If yes, list building system(s) undergoing substantial alteration(s):       







	

PROJECT LOCATION: (ECCCNYS Table R301.1(1))

		County:	 	      



		Climate Zone:	      
















BUILDING THERMAL ENVELOPE COMPONENTS (Table R402.1.2 & R402.1.3)

Comply with the requirements of one of the following (R402.1): 

               |_|  R402.1.1 to R401.1.4, R402.1.6, or

               |_|  Component performance alternative (R402.1.1, R402.1.5, R402.1.6)

Fill in values below as applicable: (Note: if Compliance Software is utilized, then no need to complete values below)

Insulation and Fenestration Values by Component

		Fenestration

U-factor

		Skylight

U-factor

		Glazed Fenestration

SHGC

		Ceiling 

R-value

		Wood Frame Wall 

R-value

		Mass Wall R-value

		Floor

R-value

		Basement

Wall

R-value

		Slab

R-value & Depth

		Crawl Space Wall

R-value



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     



		Equivalent U-factors:

		     

		     

		     

		     

		     

		     

		     





Climate Zone      

Comments:      



VAPOR RETARDER (RCNYS R702.7 or BCNYS 1404.3: Class:      	Describe:      



AIR LEAKAGE AND INSULATION (R402.5, Table R402.5.1.1)

		Building Thermal Envelope Inspection (R402.5.1.1):      

Air Leakage Testing (R402.5.1.2, R402.5.1.3):      



		Fireplaces (R402.5.2):      



		Fenestration air leakage (R402.5.3):       cfm



		Recessed Lighting (R402.5.4):       cfm



		Air-sealed electrical and communication outlet boxes (R402.5.5):      



		Tenant Separation Walls (R402.5.6):      



		Maximum Fenestration U-factor and SHGC (R402.6):      







SYSTEMS: (ECCCNYS 403)

		Describe HVAC system(s) type:      



		Controls (R403.1):      



		Programmable Thermostat (R403.1.1):      



		Heat pump supplementary heat (R403.1.2):      



		Hot water boiler outdoor temperature reset (R403.2):      



		Ducts & Air Handler:      

Insulation (R403.3) R-value:       

Sealing (R403.3.6):       

Duct Testing (R403.3.7):       

Duct Leakage (R403.3.8):      

Building Cavities (R403.3.2): Shall not be used as Ducts or Plenums.      



		Mechanical Systems Piping Insulation (R403.4) R-value:       



		Protection of Piping Insulation (R403.4.1):      



		Service Hot Water Systems:      

Circulation Systems (R403.5.1.1):      

Demand Recirculation Systems (R403.5.1.1.1):      

Heat Trace Systems (R403.5.1.2):      

	Hot Water Pipe Insulation (R403.5.2):      

Drain Water Heat Recovery Units (R403.5.3):      



		Mechanical Ventilation (R403.6):      

Heat or energy recovery ventilation (R403.6.1):      

Whole-House Mechanical Ventilation System Fan Efficacy (R403.6.2):      

Mechanical ventilation system testing (R403.6.3, R403.6.4):      



		Intermittent exhaust control for bathrooms and toilet rooms (R403.6.5):      



		Equipment sizing and efficiency rating (R403.7):      



		Systems Serving Multiple Dwelling Units (R403.8):      



		
Mechanical systems located outside of the building thermal envelope (R403.9):      

Heating outside a building (R403.9.1):      

Snow Melt System Controls (R403.9.2):      

Roof and gutter deicing controls (R403.9.3):      

Freeze protection system controls (R403.9.4):      



		Pools & Spa Energy Consumption (R403.10):      

Heaters (R403.10.1):      

Time Switches (R403.10.2):      

Covers (R403.10.3):      

Portable Spas (R403.11):      

Residential Pools and Permanent Residential Spas (R403.12):      







SYSTEMS: (R403) continued



		Design Values:

		   Heating: 

		   Cooling 



		Indoor temperature

		     

		     



		Outdoor temperature

		     

		     







Equipment Sizing and Efficiency Rating: (R403.7)

Heating and cooling sizing shall be in accordance with ACCA Manual S:      

Heating and cooling load calculations: Attach calculations for all systems in accordance with ACCA Manual J.      



Equipment: Fill in values below as applicable:

		Equipment Type

		Fuel

		Rating/Size

		Efficiency

		Type

		

		



		Water Heaters

		     

		     

		     

		

		

		

		



		Storage Tanks

		     

		     

		     

		

		

		

		



		Boilers

		     

		     

		     

		Steam

		|_|

		HW

		|_|



		Furnaces

		     

		     

		     

		

		

		

		



		Chillers

		     

		     

		     

		Electric

		|_|

		Centrifugal

		|_|



		

		

		

		

		Air cooled

		|_|

		Water cooled

		|_|



		Condensers

		     

		     

		     

		

		

		

		



		Cooling Towers

		     

		     

		     

		

		

		

		



		Air Conditioners

		     

		     

		     

		Air cooled

		|_|

		Water cooled

		|_|



		Heat Pumps

		     

		     

		     

		Air cooled

		|_|

		Water cooled

		|_|



		

		

		

		

		Groundwater

		|_|

		Ground source

		|_|



		Package units

		     

		     

		     

		Heating

		|_|

		Cooling

		|_|



		Unit heaters

		     

		     

		     

		

		

		

		





Electric-resistance space heating (R403.7.1):	       kW (total installed heating capacity)



ELECTRICAL POWER, LIGHTING AND RENEWABLE ENERGY SYSTEMS (R404):

		Interior Lighting Controls (R404.2):	     	



		Exterior Lighting Power (R404.1.2):	      W/ft2



		Exterior Lighting Controls (R404.3):	     



		Dwelling Electrical Meter (R404.3):	      (Group R-2)







Comments:       
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2020 NYS RESIDENTIAL CODE

LIFE SAFETY CODE COMPLIANCE REVIEW

 HEALTH CARE FACILITIES – CHAPTERS 18/19

ATTACHMENT 3

		No

		Topic

		Code Section

		Required/Allowed

		Actual

		Comment







Note that this attachment must be printed separately from the main Code Compliance Review form.

Complete only if the Life Safety Code Chapters 18/19 are applicable to the project.

		Date:      

		Revised Date:      



		Campus/Facility:      

		Client:      



		Project Title:      



		JDE #        

		



		Life Safety Code Chapter:       

		Life Safety Code Edition:      

		Life Safety Code Construction Type (Table 18.1.6.1):      



		 Number of Beds:      

		Number of Individuals with an F-Score >12:      



		FSES Utilized:        (attach copy)

		



		Project Type:


Check all that apply. 

		 FORMCHECKBOX 
   New Building             FORMCHECKBOX 
   Addition

		 FORMCHECKBOX 
   Renovation, Alteration  FORMCHECKBOX 
 Change of Occupancy

		 FORMCHECKBOX 
 Change of Use

		



		Comments:      





		LEGEND:  NA: Not Applicable, NR: Not Required, NP: Not Permitted 






		No

		Topic

		LSC Code Section (unless otherwise noted)

		Required/ Allowed

		Actual

		Comment



		1

		Addition Separation

		18/19.1.1.4.1

		     

		     

		     



		2

		Rehabilitation

		18/19.1.1.4.3

		     

		     

		       FORMCHECKBOX 
>50% or >4500 ft2  FORMCHECKBOX 
≤50% or ≤4500 ft2 of area of the smoke compartment



		

		Sprinklered

		18/19.1.1.4.3.3

		     

		     

		     



		3

		Multiple Occupancies: 

		18/19.1.3

		     

		     

		      



		

		  Nonseparated Uses

		 18/19.1.3.2

		     

		     

		     



		

		  Separated Uses 

		 18/19.1.3.3

		     

		     

		     



		4

		Classification of Hazard of Contents

		18/19.1.5

		     

		     

		 FORMCHECKBOX 
Low      FORMCHECKBOX 
Ordinary      FORMCHECKBOX 
High


     



		5

		Occupant Load

		18/19.1.7

		     

		     

		     



		6

		Means of Egress:

		18/19.2

		

		

		     



		

		Doors

		18/19.2.2.2/7.2.1

		     

		     

		     



		

		Stairs

		18/19.2.2.3/7.2.2

		     

		     

		     



		

		Smokeproof Enclosures

		18/19.2.2.4/7.2.3

		     

		     

		     



		

		Horizontal Exits

		18/19.2.2.5

		     

		     

		     



		

		Ramps

		18/19.2.2.6/7.2.5

		     

		     

		     



		

		Exit Passageways

		18/19.2.2.7/7.2.6

		     

		     

		     



		

		Fire Escape Ladders

		18/19.2.2.8/7.2.9

		     

		     

		     



		

		Areas of Refuge

		18/19.2.2.10/7.2.12

		     

		     

		     



		

		Capacity of Means of Egress

		18/19.2.3/7.3

		     

		     

		     



		

		Corridor width

		18/19.2.3.4

		     

		     

		     



		

		Number of Exits

		18/19.2.4/7.4

		     

		     

		     



		

		Arrangement of Means of Egress

		18/19.2.5/7.5

		     

		     

		     



		

		Dead-End Corridor

		18/19.2.5.2

		     

		     

		     



		

		Common Path of Travel

		18.2.5.3

		     

		     

		     



		

		Corridor Access

		18/19.2.5.6

		     

		     

		     



		

		

		

		

		

		



		

		Suites

		18/19.2.5.7

		     

		     

		Check All That Apply:


 FORMCHECKBOX 
 Sleeping Suite


 FORMCHECKBOX 
 Patient Care Non-Sleeping Suite


 FORMCHECKBOX 
 Non-Patient Care Suite

     



		

		Suite Separation

		18/19.2.5.7.1.2

		     

		     

		     



		

		Suite Hazardous Contents Areas

		18/19.2.5.7.1.3

		     

		     

		     



		

		Suite Subdivision

		18/19.2.5.7.1.4

		     

		     

		     



		

		Sleeping Suites

		18/19.2.5.7.2

		     

		     

		     



		

		Sleeping Suite Arrangement

		18/19.2.5.7.2.1

		     

		     

		 FORMCHECKBOX 
 (A): Exit Access to Corridor


 FORMCHECKBOX 
 (B): Two of more Exit Access Doors, one Directly to an Exit.


 FORMCHECKBOX 
 (C): Constant Supervision


 FORMCHECKBOX 
 (D)(1): Patient Sleeping Rooms: 


        FORMCHECKBOX 
 Direct Supervision


       FORMCHECKBOX 
 Smoke Detection


 FORMCHECKBOX 
 (D)(2): Total Coverage Smoke Detection System

     





		

		Sleeping Suite Number of Means of Egress

		18/19.2.5.7.2.2

		     

		     

		     



		

		Sleeping Suite Size

		18/19.2.5.7.2.3

		     

		     

		>7500 ft2   FORMCHECKBOX 
 Direct Supervision and Total Coverage Smoke Detection System.

     



		

		Sleeping Suite Travel Distance

		18/19.2.5.7.2.4

		     

		     

		      Travel Distance to Exit Access Door


      Travel Distance to Exit.



		

		Patient Care Non Sleeping Suite

		18/19.2.5.7.3

		     

		     

		     



		

		Patient Care Non Sleeping Suite Arrangement

		18/19.2.5.7.3.1

		     

		     

		 FORMCHECKBOX 
 (A): Exit Access to Corridor


 FORMCHECKBOX 
 (B): Two of more Exit Access Doors, one Directly to an Exit.


     



		

		Patient Care Non Sleeping Suite Number of Means of Egress

		18/19.2.5.7.3.2

		     

		     

		     



		

		Patient Care Non Sleeping Suite Size

		18/19.2.5.7.3.3

		     

		     

		      Shall not Exceed 10,000 ft2



		

		Patient Care Non Sleeping Suite Travel Distance

		18/19.2.5.7.3.4

		     

		     

		      Travel Distance to Exit Access Door


      Travel Distance to Exit.



		

		Non Patient Care Suite

		18/19.2.5.7.4

		     

		     

		     



		

		Travel Distance to Exits

		18/19.2.6/7.6

		     

		     

		     



		

		Discharge from Exits

		18/19.2.7/7.7

		     

		     

		     



		

		Illumination of Means of Egress

		18/19.2.8/7.8

		     

		     

		     



		

		Emergency Lighting

		18/19.2.9/7.9

		     

		     

		     



		

		Marking of Means of Egress

		18/19.2.10/7.10

		     

		     

		     



		7

		Protection of Vertical Openings

		18/19.3.1/8.2.5

		     

		     

		     



		8

		Protection from Hazards

		18/19.3.2/8.7

		     

		     

		     



		

		Hazardous Areas

		18/19.3.2.1, Table 18.3.2.1/8.7

		     

		     

		     



		

		Boiler and fuel fired heater rooms

		Table 18.3.2.1 /19.3.2.1.5(1)

		     

		     

		     



		

		Central Laundry rooms >100 ft2.

		Table 18.3.2.1 /19.3.2.1.5(2)

		     

		     

		     



		

		

		

		

		

		



		

		Laboratories w/flammables less than severe hazard

		Table 18.3.2.1 /19.3.2.1.5(8)

		     

		     

		     



		

		Laboratories w/Hazardous material considered severe

		Table 18.3.2.1 

		     

		     

		     



		

		Paint Shops w/Hazardous materials less than severe

		Table 18.3.2.1 /19.3.2.1(3)

		     

		     

		     



		

		Maintenance (repair) Shops

		Table 18.3.2.1 /19.3.2.1.5(4)

		

		

		



		

		Soiled Linen Rooms

		Table 18.3.2.1 /19.3.2.1.5(5)

		     

		     

		     



		

		Storage Rooms >50 ft2 and <100 ft2.

		Table 18.3.2.1 /18.3.6.3.11/ 19.3.2.1(7)

		     

		     

		     



		

		Storage Rooms >100 ft2.

		Table 18.3.2.1/ 19.3.2.1.5(7)

		     

		     

		     



		

		Trash Rooms >64 gals

		Table 18.3.2.1 /19.3.2.1(6)

		     

		     

		     



		

		Laboratories w/flammables considered Severe

		18/19.3.2.2/NFPA 99

		

		

		



		

		Anesthetizing Locations

		18/19.3.2.3/ NFPA 99

		

		

		



		

		Medical Gas

		18/19.3.2.4     /NFPA 99

		

		

		



		

		Cooking Facilities

		18/19.3.2.5/9.2.3

		

		

		     



		

		Cooking Facilities Protected

		18/19.3.2.5.1/9.2.3

		     

		     

		     



		

		Residential Cooking Equipment for warming

		18/19.3.2.5.2

		     

		     

		     



		

		Cooking Facility serving ≤30 persons within a Smoke Compartment open to corridor

		18/19.3.2.5.3

		     

		     

		 FORMCHECKBOX 
 Meets all 12 conditions

     



		

		Cooking Facility serving ≥30 persons within a smoke compartment separated from corridor

		18/19.3.2.5.4

		     

		     

		 FORMCHECKBOX 
 Meets all 10 conditions and is not within a sleeping room


     



		

		Cooking Facilities Protected and not classified as a Hazardous Area

		18/19.3.2.5.5/9.2.3/

		     

		     

		     

Shall not be open to a corridor.



		

		Alcohol-Based Hand-Rub Dispensers

		18/19.3.2.6/8.7.3.1

		     

		     

		 FORMCHECKBOX 
 Meets all 11 conditions to be non-protected

     



		

		Heliports

		18.3.2.7

		     

		     

		     



		9

		Interior Finish

		18/19.3.3/10.2

		     

		     

		Interior Walls:      

Ceilings:      

Floors:      



		

		Attic Framing

		OPWDD Regulation

		     

		     

		 FORMCHECKBOX 
Combustible   FORMCHECKBOX 
Fire Retardant-Treated


 FORMCHECKBOX 
Light Gauge Steel


     



		10

		Exterior Finish


(OPWDD ONLY)

		OPWDD Regulation

		     

		     

		 FORMCHECKBOX 
Combustible Siding & Soffits

 FORMCHECKBOX 
 Non-Combustible Siding & Soffits

     



		11

		Fire Alarm System

		18/19.3.4.1/9.6

		     

		     

		Indicate Type of Fire Alarm System

 FORMCHECKBOX 
Addressable   FORMCHECKBOX 
Conventional (zoned)

     



		

		Manual Stations

		18/19.3.4.2.1/9.6.2

		     

		     

		     



		

		

		

		

		

		



		

		

		

		

		

		



		

		Manual Stations at Nurses Station in Patient sleeping areas

		18/19.3.4.2.2

		     

		     

		 FORMCHECKBOX 
 Meets Conditions 1 & 2.

     



		

		Occupant Notification

		18/19.3.4.3.1/9.6.3

		     

		     

		 FORMCHECKBOX 
 Visuals only in Critical Care Areas.

     



		

		Emergency Forces Notification

		18/19.3.4.3.2/9.6.4

		     

		     

		     



		

		Annunciation & Zoning

		18.3.4.3.3/9.6.7

		     

		     

		 FORMCHECKBOX 
 Zones coincide with smoke compartments


     



		

		Fire Safety Functions

		18/19.3.4.4/9.6.5

		     

		     

		     



		

		 Detection  

		18/19.3.4.5/9.6

		     

		     

		 FORMCHECKBOX 
 Spaces open to Corridor


 FORMCHECKBOX 
 Nursing Home

     



		

		 Total Coverage Detection  

		NFPA 72

		     

		     

		     



		12

		Sprinkler System

		18/19.3.5

		     

		     

		 FORMCHECKBOX 
NFPA 13 Sprinkler System Required (18.3.5.4)

     



		

		Sprinkler Head Type

		18.3.5.6

		     

		     

		 FORMCHECKBOX 
 Quick Response


 FORMCHECKBOX 
 Residential

     



		

		Attic Sprinklers

		OPWDD Regulation

		

		

		



		

		Water Supply

		NFPA 13

		     

		     

		 FORMCHECKBOX 
Municipal           FORMCHECKBOX 
 Tank & Pump 


  FORMCHECKBOX 
 Pressure Tank   FORMCHECKBOX 
Other: (explain)

     



		

		Alternative Extinguishing System

		18/19.3.5.5

		     

		     

		Indicate Type of System Provided and where:


     



		13

		Portable Fire Extinguishers

		18/19.3.5.12/9.7.4.1

		     

		     

		     



		14

		Corridors

		18/19.3.6

		

		

		



		

		Corridor Separation

		18/19.3.6.1

		     

		     

		Indicate all spaces that are not separated per section.


     



		

		Construction of Corridor Walls

		18/19.3.6.2

		     

		     

		     



		

		Corridor Doors

		18/19.3.6.3

		     

		     

		     



		

		Roller Latches

		18.3.6.3.9

		     

		     

		Indicate location to be provided:


     



		

		Transfer Grilles

		18/19.3.6.4

		     

		     

		     



		

		Openings

		18/19.3.6.5

		     

		     

		     



		15

		Subdivision of Building Spaces

		18/19.3.7

		

		

		     



		

		Smoke Compartments

		18/19.3.7.1

		     

		     

		     



		

		No Subdivision of Building Spaces

		18.3.7.2

		     

		     

		Indicate floor and allowable condition:


     



		

		Smoke Barrier

		18/19.3.7.3/8.5

		     

		     

		     



		

		Accumulation Space

		18/19.3.7.5

		     

		     

		Net. Ft2  per Patient


      



		

		Smoke Barrier Doors

		18/19.3.7.6

		     

		     

		     



		16

		Special Provisions

		18/19.4

		     

		     

		     



		

		High Rise Building 

		18/19.4.2/11.8

		     

		     

		     



		17

		Nonsprinklered Existing Smoke Compartment Rehabilitation

		18.4.3

		     

		     

		     



		

		Minimum Construction 

		18.4.3.2

		     

		     

		     



		

		Capacity of Means of Egress

		18.4.3.3

		     

		     

		     



		

		Travel Distance

		18.4.3.4

		     

		     

		     



		

		Hazardous Area Protection

		18.4.3.5

		     

		     

		     



		

		Interior Finish

		18.4.3.6

		     

		     

		Interior Walls:      

Ceilings:      

Floors:      



		

		Construction of Corridor walls

		18.4.3.7.1

		     

		     

		     



		

		Corridor Doors

		18.4.3.7.2

		     

		     

		     



		

		Subdivision of Building Space

		18.4.3.8
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2020 NYS RESIDENTIAL CODE

2000 LIFE SAFETY CODE COMPLIANCE REVIEW 


BOARD & CARE FACILITIES – CHAPTERS 32/33


ATTACHMENT 4

		No

		Topic

		Code Section

		Required/Allowed

		Actual

		Comment







Note that this attachment must be printed separately from the main Code Compliance Review form.


Complete only if the Life Safety Code Chapters 32/33 are applicable to the project.


		Date:      

		Revised Date:      



		Campus/Facility:      

		Client:      



		Project Title:      



		JDE #        

		



		Life Safety Code Chapter:       

		Life Safety Code Construction Classification:      



		 Number of Beds:     

		Number of Individuals with an F-Score >12:      

Note: if number of individual is greater than 5, Building shall be a Health Care Facility (New Development Only)



		FSES Utilized:        (attach copy)

		Existing Buildings Only: Number of Impractical Individuals:      





		Project Type:


Check all that apply. 

		 FORMCHECKBOX 
   New Building


 FORMCHECKBOX 
   Addition

		 FORMCHECKBOX 
   Renovation, Alteration


 FORMCHECKBOX 
   Change of Occupancy

		 FORMCHECKBOX 
   Change of Use

		



		Comments:      





		LEGEND:  NA: Not Applicable, NR: Not Required, NP: Not Permitted 






		No

		Topic

		LSC Code Section (unless otherwise noted)

		Required/ Allowed

		Actual

		Comment



		1

		Mixed Occupancies:

		32/33.1.2

		     

		     

		     



		  2

		Means of Escape:

		32.33.2.2

		

		

		     



		

		Number of Means of Escape

		32/33.2.2.1

		     

		     

		     



		

		Primary Means

		32/33.2.2.2

		     

		     

		     



		

		Secondary Means

		32/33.2.2.3

		     

		     

		     



		

		Escape Window

		32/33.2.2.3(c)

		     

		     

		     



		

		Interior Stair

		32/33.2.2.4

		     

		     

		     



		

		Doors

		32/33.2.2.5

		     

		     

		     



		

		Stairs

		32/33.2.2.6

		     

		     

		     



		3

		Protection

		32/33.2.3

		

		

		     





		

		Vertical Openings

		32/33.2.3.1

		     

		     

		     



		

		Hazards

		32/33.2.3.2

		     

		     

		     



		

		Interior Finish

		32/33.2.3.3

		     

		     

		     



		

		Attic Framing

		OPWDD Regulation

		     

		     

		 FORMCHECKBOX 
Combustible   FORMCHECKBOX 
Fire Retardant-Treated


 FORMCHECKBOX 
Light Gauge Steel


     



		

		Exterior Finish: 




		OPWDD Regulation

		     

		     

		 FORMCHECKBOX 
Combustible Siding & Soffits

 FORMCHECKBOX 
 Non-Combustible Siding & Soffits

     



		4

		Fire Alarm System

		32/33.2.3.4/9.6

		     

		     

		Indicate Type of Fire Alarm System

 FORMCHECKBOX 
Addressable   FORMCHECKBOX 
Hardwired (zoned)

     



		

		Manual Stations

		32/33.2.3.4.1

		     

		     

		     



		

		Occupant Notification

		32/33.2.3.4.2/9.6.3

		     

		     

		     



		

		Detection

		32/33.2.3.4.3/9.6.2.10

		     

		     

		     



		

		Total Coverage

		NFPA 72

		     

		     

		     



		5

		Sprinkler System

		32/33.2.3.5/9.7

		     

		     

		Indicate Type of Sprinkler System

 FORMCHECKBOX 
NFPA 13  FORMCHECKBOX 
NFPA 13R  FORMCHECKBOX 
NFPA 13D

     



		

		Water Supply

		NFPA 13

		     

		     

		 FORMCHECKBOX 
Municipal           FORMCHECKBOX 
 Tank & Pump 


 FORMCHECKBOX 
 Pressure Tank    FORMCHECKBOX 
Other: (explain)

     



		

		Attic Sprinklers 

		OPWDD Regulation

		     

		     

		     



		6

		Construction of Corridor Walls

		32/33.2.3.6

		     

		     

		     



		

		Openings 

		32/33.2.3.6.2
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